The advent of Industry 4.0 has brought to extremely powerful data collection possibilities. Despite this, the potential contained in databases is often partially exploited, especially focusing on the manufacturing field. There are several root causes of this paradox, but the crucial one is the absence of a well-established and standardized Industrial Big Data Analytics procedure, in particular for the application within the assembly systems. This work aims to develop a customized Knowledge Discovery in Databases (KDD) procedure for its application within the assembly department of Bosch VHIT S.p.A., active in the automotive industry. The work is focused on the data mining phase of the KDD process, where ARIMA method is used. Various applications to different lines of the assembly systems show the effectiveness of the customized KDD for the exploitation of production databases for the company, and for the spread of such a methodology to other companies too.
Introduction
The presence of powerful control alarm and clever decision systems is nowadays a critical element for the efficiency of manufacturing plants: reduction of unplanned issues and production stops is mandatory to keep up with competitors and to increase flexibility. In particular, manufacturers are aiming to move from corrective to preventive and, finally, to predictive and smart actions. Thanks to the evolved monitoring and electromechanical systems, such as Distributed Control Systems (DCS), Supervisory Control and Data Acquisition (SCADA), Micro Electro Mechanical Systems (MEMS) and Radio Frequency Identification (RFID), the implementation of predictive actions is continuously growing and both technical and economic constraints are gradually decreasing [1] . An entire branch of engineering, alarm management, is devoted to ensuring the effectiveness of this kind of tools [2] . A strong pulse in the development of alarm systems was given by the advent of Industry 4.0 (I4.0) and Cyber-Physical Systems (CPS), which are the main factors responsible for the contemporary evolution of classical manufacturing systems into digital ecosystems. In particular, the CPS is responsible for the fusion between the physical world and abstract knowledge, such as management, optimization, control and data processing. In this sense real and virtual systems are connected by means of data, which are then transformed into information and eventually into knowledge, to be able to take support management decisions [3] . While CPSs exist in common human daily life (for example, car sharing), Industrial CPS (ICPS) have special focus on novel approaches to system monitoring, fault diagnosis and control, aiming at achieving plant-wide intelligent manufacturing [4] .
Industrial CPS (ICPS) have special focus on novel approaches to system monitoring, fault diagnosis and control, aiming at achieving plant-wide intelligent manufacturing [4] .
The major role in collecting and processing data is played by Internet of Things (IoT) and Big Data Analytics, on which both academic and business communities are spending a considering effort. IoT identifies a network of objects, interconnected through embedded technology to create a smart environment. In particular, Industrial Internet of Things (IIoT) implies the use of sensors, actuators, control systems, data analytics and security mechanisms. This continuous strengthening in interconnection capabilities leads to the generation and the collection of large volumes of data. These data, which by 2020 will be over 40 trillion gigabytes, are generally called Industrial Big Data [5] . IIoT and Big Data Analytics can allow better control and management of production systems. Data analytics aims at analyzing raw data to extract useful information and transfer it to effective knowledge, to improve process understanding and to support decisions [6] . In particular, the exploitation of Big Data through analytics in manufacturing industries can decrease product development and assembly costs by up to 50% and can cause a 7% reduction in the working capital [7] . Moreover, the strategical and commercial potential minable from IIoT can be quantified in billions of dollars [8] .
Actually, Big Data Analytics procedures appear as far away from being implemented on a fullscale range inside manufacturing plants. This situation can be seen as a counter-productive paradox, since the economic and technical effort required to install I4.0 systems is not justified by the obtained gain, and it could provide motivations for investigating in this direction. The concept is highlighted in Figure 1 , representing the outcome of academic research on Big Data usage in the timespan 2010-2016, in which manufacturing accounts only for 8% [9] . The main reasons explaining this phenomenon are:

Poverty of well-defined and standardized data analysis procedures and guidelines for manufacturing datasets [8] ;  Absence of a consolidated data analysis culture in the manufacturing field [9] ;  Scarcity of well-established and appropriate data collection and saving systems; and  Issues with data accessibility and sharing.
These pitfalls are exposing companies to a not full understanding of how they could really exploit the hidden knowledge present in their databases to improve their performance and so their competitiveness on the market. Especially, the implementation of a correct Big Data Analytics procedure is found to be fragile in the context of assembly systems, where very poor machine data are available.
The contributions of this work are as follows. Firstly, the Knowledge Discovery in Databases (KDD) methodology is suitably customized for the context of process engineering and assembly systems. Each step of this architecture is discussed in details to underline nature of available data, targets of proposed methodology and novel points with respect to traditional KDD procedures [10] . Secondly, within the development of the KDD steps, the definition and implementation of a The main reasons explaining this phenomenon are:
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The contributions of this work are as follows. Firstly, the Knowledge Discovery in Databases (KDD) methodology is suitably customized for the context of process engineering and assembly systems. Each step of this architecture is discussed in details to underline nature of available data, targets of proposed methodology and novel points with respect to traditional KDD procedures [10] . Secondly, within the development of the KDD steps, the definition and implementation of a personalized Autoregressive Integrated Moving Average (ARIMA) are built to analyze products data and predict any unforeseen issue within the assembly stations. The remainder of the paper is structured as follows. Section 2 explains the need to investigate deeper how it is possible to analyze industrial assembly systems databases through a systematic methodology, which is presented in Section 3. The aim is to gain knowledge from processes within Bosch VHIT S.p.A., active in the sector of the automotive industry worldwide, also presented in Section 3. Section 4 deeply describes the adopted KDD-based methodology. Since the Data Mining stage results to be the most critical KDD step, Section 5 is specifically devoted to it, explaining the development of a personalized Autoregressive Integrated Moving Average (ARIMA) model and the criteria adopted to choose it with respect to alternative solutions. Section 6 shows results achievable by the KDD-ARIMA application to the considered industrial case, highlighting the added value concretely achievable by the company in terms of time and money saved. Finally, Section 7 supplies main conclusions of the work from both academic and practitioner perspectives. Some tips for possible future works and extensions are presented, too.
Research Statement and Objective
Considering the manufacturing systems as made by two main subsets, machining and assembly systems, the second one appears as the weakest one from the point of view of real time data exploitation and development of models for predictive actions, as highlighted through literature research [11] [12] [13] [14] [15] . This is mainly due to the nature of the process: machining is featured by a critical state of stress between workpiece and tool and by the consequent presence of a systematic wear mechanism in between them. On the other hand, assembly tools can work for extremely long periods because of the absence of comparable stresses and failures are mainly due to peculiar and non-repeatable phenomena. Entering into the details, next points highlight why several tools, being powerful and effective in case of repeatable issues, typical of machining department, fail when moving to a more uncertain scenario, typical of assembly one:
• Assembly datasets mainly focus on quality variables and process parameters, leading to the generation of discrete time series related to processed items instead of continuous signals coming from equipment. Therefore, the nature of available data, as deeply discussed in Section 3.2, prevents the creation of models based on signals coming from sensors and describing machines technical parameters such as temperatures, absorbed powers or vibrations. This concept explains why powerful and reliable techniques provided by ICPS, such as data-driven KPI estimators and predictors, based on real or soft sensors [4] , are not completely applicable to this specific context.
•
Techniques typical of the control theory [16, 17] , such as dynamic state space models or observers (e.g., Kalman filter), could not be used because the tracking of different and multiple issues, featured by different physical reasons, could not be reliable in case of single mathematical modeling. Moreover, even if these strategies would be able to identify a certain deviation with respect to the typical stable scenario, they are not able to identify the root cause of the problem, leading to a partial effectiveness of predictive action.
Despite these issues, it is clear that large datasets are actually available on assembly systems, too. Mainly, because assembly is the very last processing phase of production and the only point in which it is possible to test a product's compliant functioning before its shipping, the availability of production data during this processing stage is crucial for quality monitoring and product's traceability, in case of future issues with customers. Considering this aspect, the construction of databases in assembly environments becomes almost mandatory and each analysis tool focused on them could result in real added value for the company adopting it.
Research Objective
Considering the explained constraints, the presented work aims to apply an effective methodology to describe the appearance of any issue, not depending on the physical root cause, and to allow the development of a predictive tool in the assembly systems. To fulfill this target, a well-known methodology for Big Data analysis, the Knowledge Discovery in Databases (KDD), has been customized. In particular, Data Mining stage of KDD will be faced adopting the ARIMA algorithm, specifically tuned for the considered application.
The ARIMA model, presented in Equation (1), is fitted on time series data both to better understand the data themselves and predict future points in the series. ARIMA model is applied where data show evidence of non-stationarity, allowing to capture sudden deviations in a generally planar data sequence [18] .
The methodology is applied and validated within Bosch VHIT S.p.A. In so doing, the analyst could quickly identify the optimal path and extract tangible information from available raw data. Some cornerstones driving the customization of KDD will be:
• Consistency. Each step will be motivated and justified from both a mathematical-analytical and a physical-industrial point of view.
•
Generality. Even though the tool will be specifically designed and validated within the Bosch VHIT S.p.A. assembly system, it strives for being a standardized instrument, applicable by a manufacturing industry independently from nature and layout of performed assembly process. Moreover, it aims to be easily tunable and customizable, depending on the local field of application, so to optimize its performances for the specific case study.
Before proceeding with the development of the customized KDD, Section 3 recalls basic concepts about KDD, with the purpose to sustain the choice of adopting this methodology. Then, the Bosch VHIT S.p.A. assembly system is described, to define the scope of the work the authors are dealing with.
Background

KDD Methodology
KDD is one of the most popular and consolidated methodologies concerning Big Data Analysis. It started to be widely investigated and discussed in the late 1990s [19] . Essentially, it is the process of discovering useful knowledge from a raw collection of data, through the application of exploratory algorithms. Typically, knowledge is intended as the recognition of hidden patterns and their exploitation to provide novel benefits to the user [20] . Since data size is enormous and information can be an extremely smaller portion of them, it is impossible to manually highlight knowledge or significant patterns. There are three main motivations in favor of KDD application:
• Capability to reduce Big Data original size, decreasing computational cost and associated technical problems, by focusing on useful variables only.
•
Capability to work in uncertain situations. Since the goal of KDD is to extract knowledge from raw data, it is naturally built to be flexible and to adapt its framework with respect to partial results obtained along its application.
• Popularity and generality. Academic literature suggests KDD as the most suitable methodology to be used for the sake of information extraction from raw Big Data [21, 22] . The main reason is that it gives very general guidelines, leaving to the practitioner a sufficient number of degrees of freedom to develop and adapt it to the actual case.
The logical structure of a KDD process is depicted in Figure 2 , and is made by five main steps to be performed by the analyst [23] [24] [25] [26] [27] . This framework has a complex iterative nature, with loops rising at different layers and resulting in a nested architecture, which allows a continuous optimization and adaptation of the achievable performances. On the other hand, it could result to be too dispersive and, if well-defined criteria for algorithms' selection and possible goals are not present, it could lead to two dangerous consequences. The first one is the random application of all available data analysis techniques, which could be extremely time-consuming, considering the high computational cost associated with Big Data. The second one is the convergence to a local optimum solution, driven again by the unjustified selection of data analysis algorithms or by missed preliminary considerations. Thus, the proper realization of each step is crucial not only for the convergence to a satisfying solution, but also to reduce the effort consumed in next passages. techniques, which could be extremely time-consuming, considering the high computational cost associated with Big Data. The second one is the convergence to a local optimum solution, driven again by the unjustified selection of data analysis algorithms or by missed preliminary considerations. Thus, the proper realization of each step is crucial not only for the convergence to a satisfying solution, but also to reduce the effort consumed in next passages. 
Bosch VHIT S.p.A. Assembly System
Bosch VHIT S.p.A., in the following also addressed to as the company, is active in the automotive sector, focusing on the production of vacuum pumps, oil pumps, diesel pumps, combined pumps and hydro-boosters. Company assembly area is characterized by 19 lines equipped with real-time data collection and storage systems. The flow of data from assembly lines to databases, coupled with the absence of real-time data processing and analysis supplies the best conditions for the application of the proposed procedure since it represents a good example of partial exploitation of available gathered data at the shop-floor. (Figure 3 ). It should be noticed how the absence of a real-time data processing and analysis system precludes the generation of tangible added value for the enterprise, in terms of predictive actions. 
Collected Data
To correctly apply and customize the KDD methodology, nature of available data must be clarified to understand why the company decided to collect them, to explain analysis strategy adopted in the rest of the work and to justify the targets of the analysis itself. The company has 
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Collected Data
To correctly apply and customize the KDD methodology, nature of available data must be clarified to understand why the company decided to collect them, to explain analysis strategy adopted in the rest of the work and to justify the targets of the analysis itself. The company has developed • General assembly layout information: codes for items' traceability and model recognition, in case of multi-product lines; date and time of product processing; cycle time of each workstation.
•
Single workstation information: physical variables referred to performed operation; station outcome (compliant or non-compliant piece).
These types of data are named structured data and are arranged in ordered manner, such as table and spreadsheets, in contrast with unstructured data, such as pictures, video and audio [28] .
More in detail, within the assembly department, the process datasets collect all process parameters. The goal of process parameters, e.g. torques in tightening operations and forces during pressing, is to monitor product compliance in terms of customer's quality requests. Currently, a product, passing through a certain workstation, is considered compliant if its process parameters lie inside an admissible range. Therefore, the collected variables are referred to products and not to machines. Each row of the dataset table reports data of a single processed item, especially for quality and traceability purposes in case of customers' claims. This peculiarity of the data involves that typical predictive algorithms, based on signals from equipment describing health status rather than product information, are not perfectly aligned with the described situation and goals.
Thus, the available dataset allows pursuing the development of a customized KDD methodology for a twofold objective: first, to detect failures, possibly but not necessarily related to assembly equipment, to improve maintenance performance; and, secondly, to monitor and track quality performance of the realized products, even before the end-of-line compliance tests.
Without loss of generalization and scalability of the proposed data analytics methodology, this study focuses on the single workstation within an assembly line. In particular, the behavior of physical variables could be modeled to perform useful predictions to anticipate any unforeseen issue. This choice was agreed with company engineers and technicians, whose expertise suggest concentrating attention on critical variables paths, instead of searching for relationships between them. This explains why small effort has been concentrated on another fundamental aspect linked to ICPS: Multivariate Analysis (MVA) [4] . Again, powerful KPI estimation and fault prediction techniques, such as the Total Principle Component Regression (TPCR) [3] , appear not suitable for the explained case study.
Customized KDD for Assembly System
The description of the customized KDD methodology for the company assembly system is carried out considering the KDD structure proposed in Figure 2 as backbone. In the next sections, each step is recalled and described to highlight any peculiarities with respect to the application of the KDD to the industrial case, i.e. the assembly system, and proposed improvements.
Definition of Preliminary Points
Fundamental preliminary points are determined in this first stage to learn next steps and to minimize useless future efforts. In particular, determination of data nature and possible goals have already been faced in Section 3.2: Structured datasets collecting process parameters to determine compliance of final products. Data nature deals with process parameters while analysis goal is about the development of a smart predictive tool. These cornerstones will drive all next passages.
Data Pre-processing
Data pre-processing is driven not only by analytic methods but also by common sense statements, derived after a first look at the examined dataset. Company assembly raw data are collected in rectangular tables, as usual for assembly systems [29] . It can be seen as a matrix X, having size n x p, as the one depicted in Equation (2). The generic cell x i j , with i = 1, . . . , n and j = 1, . . . , p, contains the value of the j-th parameter (variable) for the ith piece (item).
Considering the analysis target, attention is focused on each single column of the database (namely, on each single physical variable measured in the considered workstation). The performed basic operations can be summarized by the next points:
• Position data in a chronological order. These operations help future time-series analysis and forecasting activities.
•
Consider the proper period only. The whole available history is not always the best choice, even though it may bring to a better validation of used stochastics models. For example, immediately after the assembly line installation, the series production will start only after properly equipment regulation and prototyped products, thus gathered data are highly affected by this extraordinary situation.
Eliminate outliers. An outlier is defined as a measurement that results inconsistent with respect to the rest of the dataset. Its value can be generated by different causes such as poorly calibrated or faulty instruments, electrical issues, communication channels issues, and server issues. The management of outliers is particularly puzzling since outliers considered as normal measurements can contaminate data behavior, compromising the identification of patterns and the algorithms' functioning; however, normal measurements considered as outliers can obstruct the capture of useful knowledge. If one removes them, a fundamental portion of the dataset is going to be removed, namely the non-compliant pieces. Since the final goal is to prevent issues, based on past knowledge, the exclusion of these values from the database seems inappropriate. To verify that data are not real outliers, a check if a candidate outlier corresponds to a compliant piece must be performed: if the answer is positive, the measurement is inconsistent and the point is discarded; if the answer is negative, it is not possible to neglect the point. Then, it is important to understand how to manage value of these points, which is completely different from the remaining portion of the dataset. Since the difference can be of several orders of magnitude too, a single anomaly can affect the entire dataset behavior and compromise prediction and regression analysis. Thus, their value is shifted to positions that lie immediately outside the admissible range to include these values in the analysis while keeping their original information (i.e. the piece is not compliant).
Data Dimensionality Reduction
Data dimensionality reduction is used to eliminate correlation and to allow graphical representation of a multivariate dataset. In the considered situation, since analyst effort is focused on single variables and there is no research for relationships between different process parameters, this step is not necessary and data preparation could be considered solved with considerations in Section 4.2.
Data Mining
The data mining step can be considered as the main stage of the whole KDD process. Actually, it has to be divided into two subsections: selection and application of the algorithm. Target of the first stage is to provide a specific criterion so that the user can be oriented in the selection of most proper algorithms. An iterative procedure is suggested to exploit the partial knowledge learned until that moment and to cut the selection of possible algorithms after each step, converging to a satisfying solution. Target of second stage is the practical application of the chosen algorithm and the quantification of its results, to test the suitability of the selected algorithms or go for other alternatives. The next subsection describes the developed algorithm's selection criteria, while the data mining application is presented in Section 5 since the authors highly customize this mainstage of the KDD to make it more adherent with the scope of the work, i.e. assembly systems.
Development of Algorithm's Selection Criteria
According to information collected from previous steps, algorithms coming from the world of statistical learning appear as the most appropriate ones to act on the considered datasets. Statistical learning is the set of tools used to understand data [30] . The application of algorithms proposed by this field of statistical science allows solving issues of pattern recognition and searching for association rules in between different variables. Since statistical learning techniques are various and copious, it is suggested to develop some selection criteria before starting with the actual data analysis stage. In particular, this research study proposes a selection procedure based on two selection layers to make the algorithm's choice reliable. Firstly, algorithms are screened as a function of the mathematical nature of the problem and the expected goal. Secondly, a further selection based on the physics of the analyzed system is performed.
More in the details:
• Selection layer one deals with the mathematical nature of the problem. When referring to statistical learning literature, two main objectives are usually faced: inference problems, which involve the research of relationships between different variables and the subdivision of individuals in specific categories basing on the values of parameters describing them; prediction problems, which involve the modeling of variables and the attempt of forecasting their future behavior [31] . First kind of problem should be faced with classification techniques while second one with regression algorithms. According to proposed analysis goal, focused on single process parameters, it is clear that the actual analysis should find a solution of a prediction problem.
• Selection layer two deals with physical nature of the assembly system. Considering the very peculiar behavior of assembly systems, with the generation of almost non-repeatable technical or qualitative issues on different subgroups, data appear with a very particular shape. Process parameters sequences come with a general stable and planar behavior, spaced by local and isolated peaks caused by unique reasons. Each issue appears as an anomaly, namely a point in time where the behavior of the system is unusual and significantly different from previous and normal behavior. Figure 4 , related to the time series of a process parameter collected in Bosch VHIT S.p.A., clearly shows this kind of behavior (see the area pointed by the arrow, highlighting the emerging behavior after 3,100,000 pieces).
The peculiar shape assumed by considered dataset suggests applying the group of statistical learning techniques belonging to novelty detection, which aims at recognizing data that differ somehow with respect to the ones collected during training stage [32] . The specific application of novelty detection techniques in industrial failure investigation is underlined by the literature [33] . Novelty detection allows identifying normal operating condition/s. When this normal threshold is passed, the system is showing a novel situation. Novelty detection should not be confused with outlier detection. Outliers are inconsistent with the rest of the dataset and they should be eliminated, as already stated in Section 4.2. Novelties are data points showing a new and never seen behavior, in our case strictly related to non-compliant pieces. The literature proposes a classification of novelty detection techniques in five main categories, depending on the nature of considered problem. In case of prediction, it is suggested to adopt novelty detection algorithms coming from "probabilistic approach" category [32] .
Summarizing, an algorithm able to perform powerful predictions on assembly process parameters should be featured by a regression nature (mathematical selection stage) and by the capability of capturing sudden deviations in a generally planar data sequence (physical selection stage). An interesting candidate is the Autoregressive Integrated Moving Average (ARIMA) model, which is part of the "probabilistic approach" category of novelty detection techniques [18] . The reasons are basically two. Firstly, the high forecasting performances achievable by this method. Secondly, the innovative application of this algorithm, coming from financial and banking environments, to the manufacturing world. 
Data Mining via ARIMA Modeling
ARIMA modeling technique derives from the economic world, but it has been found to be applicable and effective also in the industrial sector, especially for predictive maintenance and faults' forecasting [34] . The idea is to investigate its performance when focusing on an assembly process, with its own particular features, especially the non-repeatability processes. Thus, the main feature of the model would be the adaptability to all possible problems affecting considered manufacturing environment, not depending on their physical nature. The capability to capture both technical and qualitative problems should be considered crucial exactly as the effectiveness of the future forecast with ARIMA modeling. For this reason, the application of this model to the considered case is divided in two macro portions: time series processing and ARIMA modeling.
In the first phase, the raw time series of the analyzed variable should somehow be processed (e.g., smoothened) to find a shape able to minimize fluctuations in case of nominal behavior of the system and to highlight every anomaly rising, not depending on its nature and on its growing rate. During second phase, the ARIMA model is applied to this series, trying to fit it in the best way so to optimize forecasting performances. Since a time series is defined as a collection of measurements taken with a fixed timespan, the time interval in between two consecutive points is considered equal to workstation cycle time.
To properly fulfill the goals of adaptability and generality, the model has been constructed thinking in a parametric way. Consequently, modeling is flanked by the definition of a tuning procedure for the parameters themselves. On the one hand, the tuning procedure should be systematic and automated enough to allow an easy and fast implementation of all interesting variables. On the other hand, it should leave some degrees of freedom to allow the best customization, and consequent optimization, with respect to the considered workstation. In order to better organize the model construction and to find the best trade-off between the previous needs, two types of parameters have been taken into account, as it is possible to see in Table 1 . Parameters tagged with DET are the ones that it is possible to define "a priori" and in a deterministic way, through proper analytical or statistical justifications. Parameters tagged with OPT are the ones that can be tuned "a posteriori", through a Design of Experiments (DOE) procedure, to optimize performances. A DOE consists in the generation of stratified input sets to test the outcome of a system for all possible couplings of inputs themselves. Since the number of inputs (and consequent combinations) can be wide, a blind sequence of tests cannot be feasible because of the too heavy computational cost or the too long execution time. Therefore, some criteria have been developed to govern the selection of possible values of all inputs, in order to minimize the number of required iterations. A DOE driven by such criteria is a Sensitivity Analysis (SA) [35] . According to these previous statements, the algorithm is developed imposing rules to define DET parameters and using first attempt values for OPT parameters. Then, a procedure of SA is used to improve the value of OPT parameters and to physically explain the reason of the improvement itself. The final goal is the creation of a tuning procedure with an elevated degree of automation: in this way, industrialization of the model on a huge number of parameters appears as a feasible characteristic. Table 1 . Parameters to be tuned in the two macro-stages of the proposed procedure to optimize algorithm's performances. DET parameters are determined "a priori" by the algorithm itself, while OPT parameters are tuned, starting from a reasonable first attempt value, through a SA procedure. 
Phase
Data Time Series Preparation
The first stage of the algorithm consists of the rearrangement of the process parameter's time series. In fact, the original shape of the series is not suitable for ARIMA modeling. The reason is that there are too many fluctuations in the data sequence. This fact is mainly due to the "discrete" nature of the dataset, where measurements are referred to different individuals and not to a continuous signal. Nevertheless, beyond the random fluctuations in between the produced items, a deterministic background, due to equipment degradation and to macro-differences between batches of components (e.g., coming from different suppliers), still exists, justifying the attempt for prediction itself. The purpose of this stage can be seen as the research for the best series modeling to highlight this hidden pattern and to minimize useless fluctuations. Thus, data aggregation is applied: single measurements are grouped in samples having size N and the time series of some interesting statistical moments, collected for each sample, is taken into account. In this way, not only wide advances in fault's detection can be achieved (because each predicted point corresponds to N pieces), but other good points can also be added:
• Random fluctuations are absorbed within samples, solving to the aim of previously designed filters.
•
The customized tuning of N allows freeing the algorithm from assembly's production rate. The choice of N is postponed to the SA procedure, because no specific rules have been found to set it. The reason is that almost all literature is focused on sampling techniques for continuous-time signals more than discrete time series. When moving to time series of discrete measurements, namely referred to different individuals, literature focuses on sampling techniques of heterogeneous populations [36] , while no specific criteria are provided in case of homogeneous measurements.
The shift from physical process parameters to statistical moments allows freeing the algorithm from the physical nature of the problem. In this way, it is effective for all peculiarities appearing in the assembly system, not depending on their qualitative or technical causes and not depending on the involved process parameters.
The inclusion of variables coming from Statistical Process Control (SPC) world allows freeing the algorithm from eventual modifications in the process limits. Even after a manual modification of boundaries, the algorithm is able to automatically adapt itself to new conditions.
Moreover, instead of adopting a complete separation of each sample from the previous one, it has been decided to shift two consecutive samples of a number of individuals equal to M, with M < N. The aim of this operation is to increase the weight of the very last pieces only to underline with stronger evidence the growth of a sudden problem. Nevertheless, the drawback is the reduction of the timespan between two measurements, with a consequent decrease of the predictable future horizon. This is why M has been included in the SA procedure too: its value should be the best trade-off between problem's highlighting and forecasting's obtainable time window. It is interesting to notice that this stage is another data pre-processing step rising after the choice of ARIMA model in Data Mining stage: this phenomenon underlines the iterative nature of the KDD process.
Once data have been grouped, the statistical variables used to replace the process parameter in the predictive analysis should be defined. To do so, it is interesting to analyze the nature of both technical and qualitative issues. Technical problems, such as equipment degradation, appear in linear or nonlinear trends while qualitative problems, such as processing of no-compliant batches, appear in sudden data dispersions. According to this simple but realistic consideration, a single indicator could not be powerful enough to detect all issues. A solution to this problem could be the combination of a set of meaningful statistical parameters, collected in a matrix S, and to apply Principal Component Analysis (PCA) on them, to reduce again the analysis on a single variable [37] . PCA is a data projection technique used to condensate a dataset in a smaller set of artificial but uncorrelated variables by maximizing the covariance between them. It is used to shrink useful information in a few numbers of meaningful parameters. The number of artificial variables, called Principal Components (PCs), to be considered to represent the whole dataset with a sufficiently high degree of approximation, is set by some popular tools, such as the Kaiser rule [29] . In this field of application, one should be able to combine the knowledge contained in each statistical moment and to detect the growth of all possible anomalies in one single artificial indicator. This kind of strategy, with PCA applied on statistical moments related to a single physical variable, finds a positive confirmation both in faults' detection literature and in alarm design one [34] . In particular, this second one suggests that the use of PCA to generate warnings can be more efficient with respect to traditional Qualitative Trend Analysis (QTA) methods, based on single variables [38] . The set of statistical tools used to perform PCA must be optimized through a SA process to select a combination able to forecast all possible problems and to concentrate a sufficiently high variance percentage in the first principal component, satisfying Kaiser rule. The variables to be combined are described in Table 2 . Each moment is referred to a sample having size N. Again, KDD iterative nature is recalled: the selection of ARIMA model constraints the analyst to move back to data dimensionality reduction stage in order to achieve the best data shape for the specific situation.
Once PCA has been applied, the time series of the first principal component is used to forecast system's behavior. Since the most important feature of this new variable is the capability of highlighting all problems with the highest admissible advance, by combining all main statistical information contained in considered time series, it will be called tracker t. A + Number of pieces lying inside process parameters but above a confidence interval of 95%, assuming normal data distribution (µ + 3σ)
A − Number of pieces lying inside process admissible range but below a confidence interval of 95%, assuming normal data distribution (µ − 3σ) S + Number of pieces lying above process admissible range S − Number of pieces lying below process admissible range
Application of Customized ARIMA Model
The second stage of the algorithm is the application of the ARIMA model to the tracker time series t to forecast its immediate future tendency. An ARIMA model is actually the sum of three models: AR stands for Autoregressive, I stands for Integrated and MA stands for Moving Average. The Integrated model can be seen just as an auxiliary tool used to satisfy the assumptions of the remaining two ones, and it will be treated later on. The core model is the ARMA one [39] . An ARMA(p,q) model is the sum of an Autoregressive model of order p (Equation (3)) and a Moving Average model of order q (Equation (4)), resulting in the global shape of (Equation (5)). In these equations, X is the modeled variable, meaning the tracker t, Z is a random variable characterized by a normal distribution (Equation (6)) and ϕ and ϑ are the coefficients of the learner.
In the classical fields of application of ARMA modeling, namely economics and finance, measurements are spaced by time windows of months or years. In this way, the typical length of the entire time series does not overcome 10 2 points and it is reasonable to model it in a single step, e.g. through Box-Jenkins method [40] . On the other hand, the studied industrial databases reach also 10 4 -10 5 points and, despite data aggregation, the final length results definitively bigger than the previously mentioned one. Therefore, a single model could never be accurate enough to describe the entire series. Moreover, since the general tendency of the assembly process is to keep a planar behavior, a model built on the entire data history will generate flat and, consequently, meaningless results, precluding the capability of forecasting any problem. To obtain effective and reliable forecasts, this work suggests to model the series step-by-step, considering only the last L points of the whole data sequence, to weight in a stronger way the appearance of anomalies. Of course, for the sake of feasibility, each passage must be automated, to avoid continuous manual tuning of ARIMA orders.
The rest of this sub-section is devoted to explaining the functioning of the algorithm when facing the generic kth portion of the time series. The sequence of operations executed by the algorithm at each iteration is schematized in Figure 5 . This procedure is specifically built for the Bosch VHIT S.p.A. assembly systems, therefore presented ARIMA model is customized for such a kind of system. the whole data sequence, to weight in a stronger way the appearance of anomalies. Of course, for the sake of feasibility, each passage must be automated, to avoid continuous manual tuning of ARIMA orders. The rest of this sub-section is devoted to explaining the functioning of the algorithm when facing the generic kth portion of the time series. The sequence of operations executed by the algorithm at each iteration is schematized in Figure 5 . This procedure is specifically built for the Bosch VHIT S.p.A. assembly systems, therefore presented ARIMA model is customized for such a kind of system. The very first step is the extraction of the general kth segment of the tracker time series. It can be defined as the data portion going from sample k-L to sample k. Applying the proposed algorithm on it, one should be able to forecast with an acceptable level of accuracy samples going from k + 1 to k + F. Values of L and F must be optimized through SA in order to minimize forecasting error and to maximize model reliability.
Once it is possible to work on the local portion of time series only, ARIMA basic assumptions should be assessed before applying it. The assumptions of the ARIMA model are basically three: the process must not be a white noise, the process must be stationary, the process must be invertible [41] . To solve this aim, statistical inference and, in particular, null hypothesis significance tests (NHST), will be highly exploited.
Firstly, time series non-randomness is assessed through a Ljung-Box Q-Test [40] . In case the kth segment of the tracker results to be a white noise, no useful predictions can be extracted from it and the analyst is forced to move to next segment. Despite this consideration, time series randomness (and consequent ARIMA failure) can be seen as a good point, since it assesses data series flatness and system's stability.
Secondly, time series stationarity is assessed through the augmented Dickey-Fuller Test [37] . If the test suggests a non-stationary time series, it is differentiated to remove non-stationary trends. The procedure is repeated iteratively until the dth differentiated time series is stationary. Parameter d, namely the number of differentiations, will be the order of the not yet discussed Integrated model of ARIMA. Specifying parameter d, almost all analysis software can differentiate time series, apply ARMA and integrate automatically. In this way, the user can apply ARIMA on the original time series, observing its outcome directly on it and not on the differentiated one. Once assumptions have been assessed and order d has been selected, user's effort should be focused in selecting orders p, q of the remaining two models. The choice of optimal p, q values is solved through the Bayesian The very first step is the extraction of the general kth segment of the tracker time series. It can be defined as the data portion going from sample k-L to sample k. Applying the proposed algorithm on it, one should be able to forecast with an acceptable level of accuracy samples going from k + 1 to k + F. Values of L and F must be optimized through SA in order to minimize forecasting error and to maximize model reliability.
Secondly, time series stationarity is assessed through the augmented Dickey-Fuller Test [37] . If the test suggests a non-stationary time series, it is differentiated to remove non-stationary trends. The procedure is repeated iteratively until the dth differentiated time series is stationary. Parameter d, namely the number of differentiations, will be the order of the not yet discussed Integrated model of ARIMA. Specifying parameter d, almost all analysis software can differentiate time series, apply ARMA and integrate automatically. In this way, the user can apply ARIMA on the original time series, observing its outcome directly on it and not on the differentiated one. Once assumptions have been assessed and order d has been selected, user's effort should be focused in selecting orders p, q of the remaining two models. The choice of optimal p, q values is solved through the Bayesian Information Criterion (BIC) application [42] , which is an improvement of the classical criterion for model's parameters optimization, namely the maximum likelihood criterion [40] . The application of ARIMA model with the selected values of p, q does not ensure the proper functioning of the algorithm, because the process could be non-invertible. Typically, this condition holds if q ≥ p and a decrease in the MA model order is sufficient to avoid the problem. Thus, ARIMA is tested with the parameters suggested by BIC and, if it results to be non-invertible, q is lowered until the problem vanishes.
The last step of the kth iteration is the forecast and the evaluation of performances. The idea of coupling some performance indicators to the ARIMA outcome rises because of the separated modeling dedicated to each segment of the time series. This strategy could lead to different modeling performances, depending on the considered segment and each alarm could be more or less reliable. The availability of immediate performance indexes can help the user in quantifying it. In particular, two indicators are used. The first one describes the goodness-of-fit of the model. Basically, it is the output of the Ljung-Box Q-Test applied on the residuals between original time series and model. Randomness of residuals indicates a satisfying goodness-of-fit of the model. The second one describes the forecast reliability and it is represented by the Prediction Mean Square Error (PMSE) [40] . Once forecast has been generated, k is increased of one unit and the algorithm moves to the next iteration (see again Figure 5 ).
Parameters Optimization
The last point to be investigated is the optimization of parameters of Table 1 through the application of the SA procedure for assembly systems, which is composed by three consecutive stages, as shown in Figure 6 . Information Criterion (BIC) application [42] , which is an improvement of the classical criterion for model's parameters optimization, namely the maximum likelihood criterion [40] . The application of ARIMA model with the selected values of p, q does not ensure the proper functioning of the algorithm, because the process could be non-invertible. Typically, this condition holds if q ≥ p and a decrease in the MA model order is sufficient to avoid the problem. Thus, ARIMA is tested with the parameters suggested by BIC and, if it results to be non-invertible, q is lowered until the problem vanishes. The last step of the kth iteration is the forecast and the evaluation of performances. The idea of coupling some performance indicators to the ARIMA outcome rises because of the separated modeling dedicated to each segment of the time series. This strategy could lead to different modeling performances, depending on the considered segment and each alarm could be more or less reliable. The availability of immediate performance indexes can help the user in quantifying it. In particular, two indicators are used. The first one describes the goodness-of-fit of the model. Basically, it is the output of the Ljung-Box Q-Test applied on the residuals between original time series and model. Randomness of residuals indicates a satisfying goodness-of-fit of the model. The second one describes the forecast reliability and it is represented by the Prediction Mean Square Error (PMSE) [40] . Once forecast has been generated, k is increased of one unit and the algorithm moves to the next iteration (see again Figure 5 ).
The last point to be investigated is the optimization of parameters of Table 1 through the application of the SA procedure for assembly systems, which is composed by three consecutive stages, as shown in Figure 6 . Figure 6 . Procedure adopted to optimize parameters feeding the discussed algorithm.
The first optimization stage is devoted to ensure the reliability of the tracker, namely its capability to model process' physics in a reasonable way, by selecting the most appropriate values of N, M, S and, consequently of tracker admissible threshold, T. In particular, it is clever to maximize its capability of being flat in case of nominal operative conditions and of presenting peaks in case of novelty appearance. The proper fulfilment of this first optimization problem is fundamental to ensure a meaningful linkage between the artificial nature of the tracker and the physics of the system. If the tracker cannot be nominally planar and clearly capable of highlighting anomalies, even a precise forecast of it through ARIMA model will be useless.
The second stage is devoted to choose the best value of L to maximize the model's goodness-offit. For each value of L, g time series segments are randomly chosen. BIC maximum value is computed for each segment and the mean value is considered as goodness-of-fit indicator. The idea of repeating g times each iteration rises to perform a capability analysis transcending from the local random sample and able to avoid the consideration of partial or fake results.
The last optimization stage is used to choose the best value of F. Of course, the higher is F, the higher is the achievable advance but, on the other hand, the higher is the forecasting error. Therefore, the idea is to try with ascending values of F until a non-acceptable threshold for the error is passed. A standard acceptable threshold for the PMSE is 10%. As in optimization stage 2, g random tests are repeated for each selection of F, in order to achieve more reliable results.
Section 6 shows the results after the application of the customized KDD-ARIMA methodology.
Results
This section reports the results obtained through the application of the customized KDD-ARIMA methodology to the Bosch VHIT S.p.A. assembly system. The goal is to control the production and to The first optimization stage is devoted to ensure the reliability of the tracker, namely its capability to model process' physics in a reasonable way, by selecting the most appropriate values of N, M, S and, consequently of tracker admissible threshold, T. In particular, it is clever to maximize its capability of being flat in case of nominal operative conditions and of presenting peaks in case of novelty appearance. The proper fulfilment of this first optimization problem is fundamental to ensure a meaningful linkage between the artificial nature of the tracker and the physics of the system. If the tracker cannot be nominally planar and clearly capable of highlighting anomalies, even a precise forecast of it through ARIMA model will be useless.
The second stage is devoted to choose the best value of L to maximize the model's goodness-of-fit. For each value of L, g time series segments are randomly chosen. BIC maximum value is computed for each segment and the mean value is considered as goodness-of-fit indicator. The idea of repeating g times each iteration rises to perform a capability analysis transcending from the local random sample and able to avoid the consideration of partial or fake results.
This section reports the results obtained through the application of the customized KDD-ARIMA methodology to the Bosch VHIT S.p.A. assembly system. The goal is to control the production and to anticipate, if possible, any unforeseeable issue. In particular, in Section 6.1, results are shown in the details for one successful case, for which the developed algorithm, after a ramp-up phase to set up the model parameters, finally is able to forecast a deviation in the production process up to 13 hours before the issue appears. This result comes from the application of the customized KDD-ARIMA tool on historical data. However, its effectiveness is demonstrated also with other applications, summarized in Section 6.2, and now the industrialization of the model is ongoing inside the enterprise. The idea is to let it work continuously on a dedicated server for controlling purposes of the production process within the assembly department of Bosch VHIT S.p.A.
Customized KDD Application
This problem has affected the workstation devoted to a diesel gear pump functional test. The seal of a valve connected to the pneumatic system of the station starts wearing, resulting in air losses and in a decrease of the air flow rate observed during processing of pumps, as shown in Figure 7 . Thus, this is an example of how a technical issue is indirectly observed from process parameters' viewpoint. KDD-ARIMA based framework has been applied to the considered variable. The outcome of SA 1-st stage is the optimal tracker series, having the shape described in Figure 8 , while the remaining two stages provide the outputs described in Figures 9 and 10 . For each value of L and F, it was decided to adopt g = 25 since this is the typical number of tests used in the plant for capability and R&R checks.
Results obtained applying ARIMA modeling with previously tuned parameters on the considered case study, are really interesting. Firstly, no fake alarms have been signaled by the tool. Secondly, all segments resulting in being white noises belong to a situation of nominal productive conditions. Therefore, the functioning of the algorithm is not compromised. Thirdly, the decreasing flow rate has been captured with a great advance. In particular, knowing the real moment in which the current alarm system has been activated, it is possible to quantify this advance. Specifically, the alarm has been anticipated of 880 pieces, corresponding to almost 13 h of production. This means that the warning provided by proposed tool would have been able to allocate maintenance resources to troublesome workstation 13 h before the actual realization of the problem, allowing a preventive intervention and avoiding the concretization of the problem. From an economic point of view, considering the damages due to both fake scraps generated during the rising of the issue and the production stop to implement corrective action, the usage of proposed tool, according to estimates made by the company, could have saved at least 60,000 € per predicted issue. Figures 11 and 12 show the predictive performances of the algorithm in the cases of nominal operative conditions and rising anomaly. Looking at these two graphs, it is possible to notice that the prediction appears much more accurate in correspondence of the novelty. This is clearly due to the rising of a deterministic phenomenon. Therefore, according to this statement and to the fact that random noise segments appear in the case of nominal production only, it is possible to conclude that the algorithm works better in case of appearance of a novelty. This point can be considered as an additional assessment of algorithm's reliability.
alarm has been anticipated of 880 pieces, corresponding to almost 13 h of production. This means that the warning provided by proposed tool would have been able to allocate maintenance resources to troublesome workstation 13 h before the actual realization of the problem, allowing a preventive intervention and avoiding the concretization of the problem. From an economic point of view, considering the damages due to both fake scraps generated during the rising of the issue and the production stop to implement corrective action, the usage of proposed tool, according to estimates made by the company, could have saved at least 60,000 € per predicted issue. Figures 11 and 12 show the predictive performances of the algorithm in the cases of nominal operative conditions and rising anomaly. Looking at these two graphs, it is possible to notice that the prediction appears much more accurate in correspondence of the novelty. This is clearly due to the rising of a deterministic phenomenon. Therefore, according to this statement and to the fact that random noise segments appear in the case of nominal production only, it is possible to conclude that the algorithm works better in case of appearance of a novelty. This point can be considered as an additional assessment of algorithm's reliability. alarm has been anticipated of 880 pieces, corresponding to almost 13 h of production. This means that the warning provided by proposed tool would have been able to allocate maintenance resources to troublesome workstation 13 h before the actual realization of the problem, allowing a preventive intervention and avoiding the concretization of the problem. From an economic point of view, considering the damages due to both fake scraps generated during the rising of the issue and the production stop to implement corrective action, the usage of proposed tool, according to estimates made by the company, could have saved at least 60,000 € per predicted issue. Figures 11 and 12 show the predictive performances of the algorithm in the cases of nominal operative conditions and rising anomaly. Looking at these two graphs, it is possible to notice that the prediction appears much more accurate in correspondence of the novelty. This is clearly due to the rising of a deterministic phenomenon. Therefore, according to this statement and to the fact that random noise segments appear in the case of nominal production only, it is possible to conclude that the algorithm works better in case of appearance of a novelty. This point can be considered as an additional assessment of algorithm's reliability. 
Summary of Other Customized KDD Applications
The customized KDD-ARIMA methodology have been applied to different lines of the Bosch VHIT S.p.A. assembly system. A small recap is provided in Table 3 to prove the repeatable goodness of tested methodology. 
Conclusions
Three main results are achieved, according to the gaps found in academic literature and the experience gathered from the industrial environment within Bosch VHIT S.p.A.
Firstly, a well-defined and standardized Industrial Big Data Analytics procedure for the control of assembly systems is developed:
• Exploitation of data analysis in assembly environment. Literature research has revealed a high imbalance between research effort in studying machining data and assembly ones, in favor of the first category. This work could help in reducing this gap.
•
Standardized and flexible framework of the presented procedure. The KDD-based backbone of the process, together with the systematic rules provided in each section of the process, gives it a standardized nature, fundamental to allow its full-scale implementation in the manufacturing world. On the other hand, the iterative and parametric policies adopted on different layers of the procedure leave some degrees of freedom with respect to its general architecture, allowing to customize it.
Definition of rigorous and effective guidelines in data mining algorithms' selection. The two-stage selection technique proposed in Section 4.5 appears as a powerful guideline devoted to the minimization of user's effort in the choice and application of statistical learning algorithms.
Secondly, the ARIMA-based predictive model is applied and validated. The application of the proposed tool on several cases related to a real and consolidated manufacturing environment demonstrates that it is actually able to provide tangible gains, by identifying rising issues with consistent advances and by demolishing consequent failure costs.
Third, the application of the KDD-ARIMA methodology has shown important results in terms of time and economic savings from a practical perspective, underlining how the developed methodology may able to increase the economic performance of the company. To conclude, Bosch VHIT S.p.A. is pushing towards the application of such methodology on all of its assembly lines, stressing the impact this work has and confirming the interest of practitioners.
Future Work
The proposed work is eligible for further exploitation, both to improve the potentiality of the proposed KDD methodology and to industrialize the solution to cover all the assembly lines of the company. Thus, future effort should be focused on:
•
Research for alternative algorithms satisfying the two-stage selection procedure discussed in Section 4.5. The target should be the comparison and the assessment of the proposed algorithm (ARIMA) with respect to alternative ones or its eventual replacement with more satisfactory solutions. This point is mainly driven by the extremely wide range of methods contained within novelty detection literature that must be investigated when applied to manufacturing environments.
Research for tools able to work on entire assembly systems instead of single process parameters. Even though this work is focused on single variables, according to needs of the company and to physics of their processes, in other scenarios, relationships between different parameters may exist, pushing towards the identification of hidden patterns. A possible target for this kind of system could be the creation of a "Digital Check", namely an instrument able to predict the outcome of a certain workstation by analyzing the outcomes of previous ones.
Research for architectures able to industrialize the presented methodology in a structured way. Tools such as a Decision Support System (DSS), with high degrees of automation and easy implementation on company's Manufacturing Execution System (MES), could be a reasonable solution for companies deciding to adopt implement the presented solution [43] [44] [45] [46] [47] . Funding: This research received no external funding.
